Stillwater

Building Inspectior > Swimming Pool Demolition Requirements

e A demolition permit must be obtained from the City for this project and be posted on
the job site prior to starting the job.

e The pumping of water or removal of the water from the pool is permitted to discharge
into yard or storm sewer. (See attached handout from MPCA).

* All Concrete shall be broken up into pieces smaller than 18 inches in any dimension.

e Removal from site any other non-organic debris related to the swimming pool. This
includes pool piping, pool footing, pool footing cement and rebar. All metal walls,
vinyl liners, pool equipment, pool filtration piping, pool filter and heating equipment
must be removed from site.

e All utilities must be terminated and capped according to appropriate code (i.e. gas
line, electrical connection and plumbing).

e The pool void must then be filled with the appropriate fill and compacted in a
minimum of 2’ lifts. A grading permit may be needed based on pool size and amount
of fill needed. Please contact the City Engineering Dept.

e A photographic record of removal is required. Pictures of the removal process must
be taken periodically and be submitted to the City for permit files.

e Proper re-grading of the homeowners yard must meet the satisfaction of the Building
Official, City Engineering Dept. and homeowner.

¢ The vegetation shall be established (sod, seed or plantings) to prevent erosion issues.

o It is the responsibility of the Contractor to call for inspections at 651-430-8825.

e The removal work can be done by a landscaping or excavating company. If the
Contractor does not have a state Building Contractor license, they will need to get a
City Contractor license.
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» Avoid discharging
swimming pools and
hot tub water to
surface water.

e Swimming pool and
hot tub water may be
discharged to sall
surface.

e Chlorination must be
stopped three days
prior to discharge.

» Discharge should be
controlled to prevent
nuisance conditions.

e Sewering is another
discharge possibility.

¢ Never discharge to
an individual sewage
treatment system.
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Swimming Pool and Hot Tub Water
Discharges Best Management

Practices

wimming pools

Swimming pools are usually
designed to operate on a system that
involves the continuous treatment of the
pool water, In most instances make up
water is added occasionally to replace
water lost through evaporation, etc.
Discharges that occur from swimming pool
filtration systems should be sewered in
municipal settings. In rural areas where
municipal treatment is unavailable, pool
filtration system backwash water could be
discharged to the ground surface where
solids could be filtered during seepage. The
discharge shall be done at a rate that does
not allow for discharge via overland flow
to surface waters. Unpermitted discharges
to surface water are prohibited. Rural pools
equipped with diatomaceous earth (DE)
filters should have a system designed and
constructed for settling out the waste DE so
that it can be removed as needed and
properly disposed of (i.e. land filled).

The complete contents of swimming pools
are seldom discharged. Outdoor swimming
pools are usually discharged only at the
summers’ end. The quality of swimming
pool water is typically good with few
concerns for discharging the water. One
concern that must be addressed is the
presence of chlorine in the water.
Chlorination must be stopped several
days in advance of discharging pools.
Allowing the water to age without chlorine
addition enables the chlorine to dissipate.
Testing the chlorine content with the test
kit (standard pool equipment) will give you
the chlorine content of the water. In most
instances, three to four days will be
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sufficient to eliminate chlorine from the
water.

It is recommended that swimming pool
water, free of chlorine, be discharged to
the ground surface (i.e. lawn). The
discharge should be directed onto a
vegetated surface to encourage infiltration.
The discharge should not flow onto any
other persons’ property or create nuisance
conditions. If the discharge flow is to occur
across bare soil areas, care should be taken
to prevent soil erosion. This can be done in
several ways. The flow rate can be reduced
to prevent erosion (use a small diameter
hose), additional piping or hose can be
placed over the erosive area to prevent
soil/water contact, and/or sod can be laid in
the bare area.

All measures shall be taken to discharge to
the ground. If it is not possible to discharge
swimming pool water to the ground
surface, the following alternatives should
be assessed, case by case, to determine the
best alternative and in consultation with the
Minnesota Pollution Control Agency
(MPCA); storm sewer, sanitary sewer,
ditch, lake or wetland. In no case should
you discharge chlorinated water to any
surface water (storm sewer, ditch, lake,
wetland, etc.). In addition, swimming pools
should not be discharged into individual
sewage treatment systems. The large
volume of water can reduce treatment
efficiency and can cause other significant
problems (i.e. flush solids into the drain
field, create a surface outbreak of sewage,
etc.).
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Hot tubs

Hot tubs are also in the need of occasional discharge.
The smaller volumes involved make the discharge of
these systems less of a problem. The chlorine level in
the tub must be minimized prior to discharge. These
systems are often plumbed to the homeowner’s
individual sewage treatment system or the municipal
sewer system. This is not a problem for municipal
systems (unless severely undersized); however, you must
follow local rules regarding these discharges. This can
be for individual sewage treatment systems with tight or
highly impermeable soils or in instances where the septic
system is undersized or poorly maintained. In these
cases, it may be wise to discharge to the soil surface and
land apply the water away from the onsite system and
allow the water to seep into the soil.

Where do | find more information?

To find out more about these topics related to mercury
monitoring, please call the MPCA at 651-296-6300 or
toll free at 800-657-3864 or TTY 651-282-5332.
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